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Expert  Diagnosis « Actuation Test  
This is a function of performing forced self -driving and stopping various 

actuators installed on vehicles through a control module , which can 

inspect the normal driving  status of parts.  
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Actuation Test  
It displays Actuation Test Item supported on the selected vehicle and operates the  

selected actuator manually.  
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Data Analysis Mode  
 

It displays the input/output value of sensor data when the user performs Actuation  

Test 

 

Text Mode   

This indicates the sensor data as text format.  

 

 
 

Bar Graph Mode   

This indicates the sensor data as a bar graph format.  
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Graph Mode   

This indicates a selected sensor data as a graph format.  

 

 
 

Graph Mode « Function Button  
 

Wiggle Test On / Off  

When Wriggle Test function is switched ON, the user can configure a desired data 

maximum/minimum value, and receive a notification if the sensor value exceeds or 

falls below the standard value.  

  

Configure the value by dragging 

the cursor.  

If you mute or volume 
is low, you may not hear an 
audible alarm. 
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Wiggle Test On « Hole Range On 

If Hold Range is switched ON, it only shows the sensor values that exceed or fall 

below the standard value.  

 

  
 

Group/User Group  

Through   button on the top -left corner, the user can use Group/User Group 

function.  
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Group  

It forms a group of sensor data items to express only relevant data.  

 

 
 

User Group  

The user can form or edit a group of desired sensor data items.  

 

1. In User Group screen, select the sensor data items to be grouped.  

 

 
 
  

Group list  

Grouped sensor data 

list 


